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                 ADVANCE WARNING SIGN SPACING

                                         Distance Between Signs

                                            A       B       C

Urban - Low Speed (30 mph or less)          150     150     150

Urban - Low Speed (over 30 to 40 mph)       280     280     280

Urban - High Speed (over 40 mph to 50 mph)  360     360     360

Rural - High Speed (over 50 mph to 65 mph)  720     720     720

               Road Type                         Min. (ft)
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Urban Expressway and Freeway 

(55 mph to 60 mph)                          850     1350    2200

Rural Expressway and Freeway 

(70 mph to 75 mph)                          1000    1500    2640

Interstate/4-Lane Divided

(Maintenance and Surveying)                 750     1000    1500

Notes

1.  Variables

        S = Numerical value of speed limit or 85th percentile prior to work starting.

        W = The width of the taper.

        L = Minimum length of taper, or S x W for freeways, expressways, and all other roads

þÿ� � � � � � � � �w�i�t�h� �s�p�e�e�d�s� �o�f� �4�5� �m�p�h� �o�r� �g�r�e�a�t�e�r�,� �o�r� �W� �x

        with speeds of 40 mph or less.

2.  Delineator drums used for tapering traffic shall be spaced at dimension "S". 

    Tubular markers used for tangents shall be spaced at 2 times "S".

3.  Sequencing Arrow Panels

        Panels should normally be placed at the beginning of the taper.  Where shoulder width does

        not provide sufficient room, the panel should be moved closer to the work area so that it

        can be placed on the roadway surface. 

        Type C shall be used on roadways with high traffic speeds and volumes (over 40 mph and 5000

        ADT).

4.  The speed limit shall be re-established. The exact speed limit shall be determined in the

    field, dependent on location and conditions. 

5.  Existing speed limit signs within a reduced speed zone shall be covered.

6.  Where sign messages are to be changed, contractor shall furnish 0.40" aluminum panels large 

    enough to cover the existing legend with green background and white legend Type 3A reflective 

    sheeting.
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INTERSTATE ROAD CLOSURE

04-01-03  Note to Include

          D-704-53 & D704-55

07-25-03  Revised R2-1a and

          Speed limit

04-01-04  Revised fee sign, warning 

          sign spacing & remove 

          note 6

09-08-04  Added note 6 and minor

          revisions

12-01-04  PE Stamp added

06-29-05  Revised W4-2, Replaced

          R2-5a with W3-5, Rev.

          Adv. Warning Table

12-21-05  Obliterate centerline

TAPER - Obliterate centerline
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